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   ACSRآلومنيوم فولاد 
 

 : BS215   ,  DIN 48204                                                                                                DIN 48204, BS215                                         Standardاستاندارد:

 20KV                                                                                                                                                                       Rated Voltage : 20KVولتاژ اسمی: 

 : Construction                                                                                           :                                                                                                 ساختمان 

                                                                                                        conductor: Aluminum                                                                                                                                                                        هادی :  آلىمنيىم  

        supporter : galvanized steel                                                                                      نگهدارنده : فىلاد گالىانيزه                                                                 

 

 

Standard 
Zinc 

coating 

Current capacity Nominal 
breaking 

load 

Max. 
conductor 

resistance at 
20ºc 

 
Weight Overall 

dia. 

Construction nominal cross section Code 
name 

Tropical usual ALL ST. AL. ST. AL. ALL ST. AL. 

- gr/m² A N Ω/km Kg/km Kg/km Kg/km mm mm mm mm² mm² mm² - 

BS215 

240 84 134 11400 0.9077 128 41 87 7.77 1*2.59 6*2.59 36.88 5.27 31.61 weasel 

240 93 147 13200 0.7827 149 48 101 8.37 1*2.79 6*2.79 42.77 6.11 36.66 fox 

260 98-161 15200 0.6766 172 55 117 9 1*3 6*3 49.48 7.04 42.41 ferret 

260 103-174 21800 0.4541 257 83 173 10.98 1*3.66 6*3.66 73.71 10.53 63.18 mink 

200 153 278 32700 0.2733 394 106 288 14.15 7*1.57 6*4.72 118.5 13.5 105 dog 

200 145 248 32700 0.3008 385.5 125.3 260.2 13.5 1*4.50 6*4.50 111.3 15.9 95.4 cat 

238-256 155-287 40900 0.2712 450 161 289 14.57 7*1.93 7*4.39 126.2 20.44 105.8 Hyena 

215 177-715 165061 0.05531 1983 535 1448 31.68 7*3.52 54*3.52 591 67.87 523 curlew 

238-256 178-386 79800 0.1576 845 340 505 19.53 7*2.79 30*2.79 226.2 42.77 183.4 LYNX 
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Standard 
Zinc 

coating 

Current 
capacity 

Nominal 
breaking 

load 

Max. 
conductor 
resistance 

at 20ºc 

Weight Overall 
dia. 

Construction nominal cross section 
Code name 

Tropical usual ALL ST. AL. ST. AL. ALL ST. AL. 

- gr/m² A N Ω/km Kg/km Kg/km Kg/km mm mm mm mm² mm² mm² - 

DIN 

48204 

208-235 185 386 6620 0.1571 746 239 507 19 7*2.33 26*3 213.6 29.8 183.8 185-30 

208-235 193 418 7490 0.1380 850 273 577 20.3 7*2.5 26*3.2 245 35 210 210-35 

200 145 260 3575 0.3058 383 123 260 13.6 7*1.67 26*2.15 109.7 15.3 94.4 95-15 


